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Sr. Tebhnical Assistant - Testing
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Flammability Tester
l$ 9873 Part-2 & l$O 6941
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Parameters / Particr.llars
Test Chamber

Specification Range
i.Materiffi
2. Air Movement shall not more than : 0.2 m/s
3. Dimensions : as per standard lS 9873 Part-2

$arnple 0rientetion Vertical & 45"
llurner The burner shall be as described in ISO 6941: 2003,

Annex A
A Burner 0rientation Vertical & Movement of the burner at an angle of

45'as per Clause 5.3,2 & 5.5.2 of lS 9873 Part-2
5. Flame Adjustment Flame of Burner shall be adjustable as per Clause

5.4.3 of lS 9873 Part-2
6. Holding Attachment 1". As per Clause 5.4.2 Fig.1 of lS 9873 Part-2. 2. SS

Make {Rigid & Rustproof)
3. Holding Stability at Test Temperature without
any bending or distortion.

$pecimen llolder Angle 45"
Specimen llolder: l Set

6. limer 2 Dieital Preset
v. Confirms to Standards lS 9873 Part-2 & ISO 6941

Additional Featulres / Requir*rnents
A. All the parts are made of stainless steel, brass and mild steel with powOei Co-iing-rnd

chrome plated for corrosion resistant.
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The Equipment shall be provided with NABL calibration certificate.
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